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Chapter SPS 332
PUBLIC EMPLOYEE SAFETY AND HEAL TH

Subchapterl — Scope, Application and Definitions SPS 332.22 Portable ladders [29 CFR 1910.25 and 1910.26].

SPS 332.001 Purpose. SPS 332.23  Fixed ladders [29 CFR 1910.27].

SPS 332.002 Scope. SPS 332.24  Ventilation [29 CFR 1910.94].

SPS 332.003 Application. SPS 332.25 Compressed gases [29 CFR 1910.101].

SPS 332.01 Definitions. SPS 332.26  Spray finishing using flammable andombustible materials [29

CFR1910.107].
SPS 332.28 Permit-required confined spaces [29 CFR 1910.146].
SPS 332.29 Confined spaces.
SPS 332.30 Medical services and first aid [29 CFR 1910.151].
SPS 332.31  Fire brigades [29 CFR 1910.156].
SPS 332.32 Handling materials, general [29 CFR 1910.176].
SPS 332.33  General requirements for all machines [29 CFR 1910.212].
SPS 332.34 Woodworking machinery requirements [29 CFR 1910.213].
SPS 332.345 Commercial diving operations [29 CFR 1910.401].

Subchapter Il — Administration and Enfor cement
SPS 332.05 Inspections.

SPS 332.06 Posting department order

SPS 332.07 Variances.

SPS 332.08 Notices.

SPS 332.09 Penalties.

SPS 332.10 Injury and illness report.

SPS 3321 Safety and health program.

Subchapter Il — General Requirements SPS 332.35 Air contaminants [29 CFR 1910.1000].
SPS 332.15 OSHA Safety and health standards. SPS 332.36  General safety and health provisions [29 CFR 1926.20].
SPS 332.16  Wisconsin administrative code chapters. SPS 332.37  Motor vehicles [29 CFR 1926.601].

Subchapter IV — Amendments to OSHA Standards SPS 332.38  Specific excavation requirements [29 CFR 1926.651].

SPS 332.39  Exposure to trdic.
SPS 332.20 Amendments to OSHA standards. i ’
SPS 332.205 Partial exemption from keeping records [29 CFR 1904.1 ant?PS 83240 Riding on mator vehicles.
1904.2]. Subchapter V — Incorporation of Standards by Refeence
SPS332.21  General requirements [29 CFR 1910.22]. SPS 332.50 Incorporation of standards by reference.

Note: Chapters Ind 1, 6,11 12, 35, 200, 220, 221, 225, 226, 166@000 and (5) “Public employee” or “employee”, as defined in s.

ILHR 32 as they existed on March 31, 1991 were repealed and a new chapter IL-
32was created fdctive April 1, 1991. Chapter ILHR 31 as it existadAugust 31, m.055(2) (b)’ Stats., means any employﬁehe state, of any

1995wasrepealed and sections ILHR 32.61 to 32.70 were crediies Septem  Stateagency or of any political subdivision of the state.

belr\ltytéggﬁépter ILHR 32 as it existed on February 28, 1999, was repealed and re (6) “Public employee representativel’ “employee represen
atedas éhapter Comm 32, Registeebruary1999, No. 5’18. C’haptaomm 32 was f‘,{ﬁlve , as d,ef'ned 'n, S 101.055 (2) (C)’ Statsgans _an autho
renumbereathapter SPS 332 under s. 13.92 (4) (b) 1., Stats., Register Deceniber Z32€ed collective bagaining ag(_ent, an employee who is a member
No. 672. of a workplace safety committee or any person chbgeime or

. — more public employees to represent those employees.
Subchapter| — Scope, Application and Definitions (7) “Public employer’or “employer”, as defined in s. 101.055

SPS 332.001 Purpose. This chapter establishesini- (2) (d), Stats., means the state, any state agency or any political
mum occupational safety and health standards for pebtiploy ~ Subdivisionof the state.
ees. (8) “Secretary” means the secretary dfie department of
History: Cr. RegisterFebruary1999, No. 518, &3-1-99. safety and professional services or appointed representative,
o ) unlessotherwise specified. For the purposethié chapterthe
SPS 332.002  Scope. The provisions of this chapter applyterm secretary shall be substituted for the following titéder
to all places of employment argliblic buildings of a public encedin the adopted standardsofSPS 332.50:

employer. .
HiFs)torz: Cr. RegisterFebruary1999, No. 518, &f3-1-99. (a) Secretary of labor; _
(b) Assistant secretary of labor for occupational safeigt
- SPS 332.003 Application. (1) ReTROACTIVITY. The pre  health,U.S. department of labor;
visionsof this chapter shall apply to all places of employment and (¢) Dpirector of the dice of standards development, occupa

public buildings of a public employer whether existing prior to th.ﬁonal safety and health administration, U.S. department of labor;
effectivedate ofthis chapter or subsequently established or built, d) Area direct tional safet d health administ
unlessotherwise specified in this chapter tiorg' émdrea Irectoroccupational safety and health administra

(2) ConrLicTs. If requirements of the Statutes, this chapter . . _— .
other Wisconsin Administrative Codehapters specify varying (e) Director of the national institute for occupational safetgt
Health,U.S. department of health and human services.

requirementsthe most restrictive requirement for the protection™® ) oo
History: Cr. RegisterFebruary1999, No518, ef. 3-1-99; correction in (4) was

of employee safety and health shall govern. madeunder s. 13.93 (2m) (b) 7., Stats., Register June 2002 No. 558; correction in (3),
History: Cr. Register February1999, No. 518, &f3-1-99; CR 04-009: am. (2) (8) (intro.) made under s. 13.92 (4) (b) 6., 7., Stats., Register Decemei@0a72.
RegisterAugust 2004 No. 584, £0-1-04.

SPS 332.01 Definitions. In this chapter:

(1) “Agency”, as defined in s. 101.055 (2) (), Stats., means angps 332,05  Inspections. (1) RIGHT OF ENTRY TO INVES-
office, department, independent ageneyithority institution, 1,gare or INsPECT. The authorized representatives of the depart

associationsociety or other body in state government created gient, upon presentation of the appropriate credentials to an
authorizedto be created by the constitution or any,l@amd employermay:

Subchapter Il — Administration and Enfor cement

includesthe legislature and the courts. (a) Enter without delay and at reasonable times any building,
(2) “Approved” means acceptable to the department. place of employment or workplace @ public employeror an
(3) “Department’means the department of safety and profeenvironmentwhere work is performed by an employee of an
sionalservices, unless otherwise specified. employer;and

(4) “Placeof employment” means any place as defined in s. (b) Inspect and investigate during regular working hours and at
101.01(11), Stats., anéhcludes farms of a public employer whereotherreasonable times, and within reasonable limits and in-a rea
researchor education takes place. sonablemanneranysuch place of employment and all pertinent
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conditions,structures, machines, apparatus, deviegaipment, processesand practices used to manage workplace safety and
and materials therein, and to question privately any employerh@alth. The program shaihclude, but not be limited to, elements
employee. for hazard identification and assessment, hazard prevention and

(2) PARTICIPATION IN INSPECTIONS. Pursuant to s. 101.055 (5),¢ontrol, and information and training. _
Stats.,a representative of themployer an employee, or an  (2) CONTACT PERsON. The employer shall designate an
employeerepresentative shall be provided an opportunity @mployeewho the department can contact regarding the safety

accompanya department inspector on angpection made under andhealth program.
this chapte.r History: CR 04-009: crRegister August 2004 No. 584f.65-1-04.

(3) REQUESTSFORINSPECTIONS. (&) Any person who believes Subchapter Il — General Requir ements
a safety or health standard or variance is being violated, or that a
situationexists which poses a recognized hazard likely to causesps 332.15 OSHA Safety and health standards.
deathor serious physical harm, may requéést department to Exceptas provided in s. SPS 332.16 aibch. IV all places of
conductan inspection. employmentand public buildings o& public employer shall com
(b) If an employee or employee representative requeating ply with the federal Occupational Safety and Health Administra
inspectionso designates, that personame may not be disclosediion (OSHA) requirements adopted under s. SPS 332.50.

i dimy Note: There may be sommubstances that do not have an exposure limit specified
to the employer or any other person, inclu state agency in the OSHA standards. For those substances, the department will accept exposure

exceptthe department. limits that comply with the recommendatiovisthe American Conference of Gov
(c) When determined necessary by the department, a req@gstentalndustrial Hygienists for thresholiit values and biological exposure

: ; : jndices.
for mspectlon shall be made on a form prowded by the d’epdpf‘History: Cr. Register February 1999, No.518, ef. 3-1-99; correction made

ment. unders. 13.92 (4) (b) 7., Stats., Register Decembet i 672.
Note: The complaint registratioform (SBD-192) is available at the Depart

ment'sWeb site at http://dsps.wi.gov through links to Division of Industry Services SPS 332.16 Wisconsin administrative code chap -

forms. _ _ ters. Exceptas provided in s. SPS 332.003 (2), the following
_(4) Oroers. The department shall issue orders for violation @haptersf theWisconsin administrative code shall apply in place

this chapter in accordance with s. 101.055 (6), Stats. of the standards specified in s. SB®.15 for those safety and
History: Cr. RegisterFebruary1999, No. 518, £f3-1-99. healthissues which fall within the scope thfe respective chap

ters.
SPS 332.06 Posting department order . Upon issuance . .
of an order of noncompliancthe employer shall post a copy of (1) ChapterSPS 307, Explosives and Fireworks.

the order in accordance with s. 101.055 (6) (a) 1., Stats. (2) Chapter SPS 308, Mines, Pits and Quarries.
History: Cr. RegisterFebruary1999, No. 518, &3-1-99. (3) Chapter Comm 9, Manufacture of Fireworks.
Note: Ch. Comm 9 was repealed.8-1-08 and a new Comm 8gw ch. SPS
SPS 332.07 Variances. Pursuanttos. 101.055 (&'ats., 309,subse|quently created.€f-1-11, relating toanchoring or securing of movable
the department shall consider and may grant a temporary v&fccereoas. . o
ance,an experimental variance or a permanent variance in accord (4) ChapterATCP 93, Flammable and Combustible Liquids.
ancewith s. SPS 303.04 for a safety and health issaetifg pub (5) Chapter SPS 340, Gas Systems.
lic emp_loyees. _ _ _ (8) Chapter SPS 314, Fire Prevention.
e S e B 1958, MOS0, o S eog, OTeeIon M (10) Chapter SPS 316, Electrical.
(11) Chapter SPS 318, Elevator

SPS 332.08 Notices. Every employer shall post a notice  (12) Chapter SPS 330, Fire Department Safety and Health.

thatsummarizes the employsejrotections and rights as granted (13) Chapter SPS 333, Passenger Ropeways
unders. 101.055, Stats. ' . ) .
History: Cr. Registey February1999, No. 518, éf3-1-99. (14) Chapter SPS 334, Amusement Rides and Attractions.
(15) Chapter SPS 335, Infectious Agents.
SPS 332.09 Penalties. Penalties fowviolations of this (16) Chapter SPS 341, Boiler and Pressuzeséls.
chaptemay be assessed in accordance with s. 101.02, Stats. (17) Chapter SPS 343, Anhydrous Ammonia
Note: Section 101.0212), Stats., reads: “Every day during which any person or ! . . S
corporation,or any oficer, agent or employee of a person or corporation, fails to  (18) Chapter SPS 345, Mechanical Refrigeration.

observeand comply with any order of the department or to perform anysgetified ( ) ChapterSSPS 3610 366. Wsconsin Commercial Build
underthis subchapter shall constitute a separate and distinct violation of the Ordeﬁ'?é cod '
of the requirements of this subchaptehichever is applicable.” oae.

Note: Section101.02 (13) (a), Stats., reads: “If any emplpgenployee, owner (20) Chapters SPS 381 to 387, Plumbing.
or other person violatehis subchapteor fails or refuses to perform any duty speci  History: Cr. RegisterFebruary1999, No. 518, &f3-1-99; correction in (1%nd
fied under this subchaptewithin the time prescribed by the department, for WhICI"(le) made under s. 13.93 (21fb) 7., Stats., Registehpril, 1999, No. 520correc-
no penalty has been specificalbyovided, or fails, neglects or refuses to obey anyjons made under s. 13.93 (2m) (b) 7., Stats., Regidtere, 2000No. 534; CR
lawful order given or made by the department, or any judgmefé@ee made by 01-062:am. (intro.) CR 01-139: (9) and (21), am. (19) Register June 2002 No. 558,
any court in connection with this subchaptésr each such violation, failure or eff. 7-1-02; correction in (intro.), (1), (2), (4) to (20) made under s. 13.92 (4) (b) 7.,
refusal,such employeemployee, owner or other person shall forfeit and pay into ti®tats. Register December 20No. 672;correction in (4) made under s. 13.92 (4)
statetreasury a sum not less than $10 nor more than $100 for eachfansedf  (b) 7., Stats., Register December 2013 No. 696.

History: Cr. RegisterFebruary1999, No. 518, &f3-1-99.
) ) Subchapter IV — Amendments to OSHA Standards
SPS 332.10 Injury and illness report. Pursuant tcs.

101.055(7) (a), Stats., antbeginning January 1, 2004, each SPS 332.20 Amendments to OSHA standards.  The
employershall report work-related injuries and illnesses to theubstitutionsadditions or omissions to the adopted OSstaa
departmenfor the previous year by Marchdf each year The dardsasspecified in this subchapter are rules of the department
reportshall be made on form SBD-10710 or equivalent. andnot federal standards of OSHA.

‘Note: Form SBD-10710 is availabfeom, and the report can be returned to, the Note: The referenced or corresponding OSHA section or subsection is located in
Division of Industry Services at®. Box 7302, Madison, WI 53707-7302; or at+ele the brackets following the SPS designation and preceding the textrod¢heExam
phone608/266-3151 or 877/617-1565 od4Telecommunications Relay); or at the ple: SPS 332.23 [29 CFR 1910.27].

Division's Web site at http://dsps.wi.gov/programs/industry-services. History: Cr. RegisterFebruary1999, No. 518, &f3-1-99.
History: CR 01-062: crRegister June 2002 No. 558f. @~1-02.
SPS 332.205 Partial exemption from keeping
SPS 332.11 Safety and health program. (1) BAsiC records [29 CFR 1904.1 and 1904.2]. Sections 29 CFR

REQUIREMENT. Each employer shall develop and implemant 1904.1and 1904.2 are not included as part of this chapter
safetyandhealth program that describes the procedures, methodsiistory: CR 01-062: crRegister June 2002 No. 558f. &-1-02.
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SPS 332.21 General requirements [29 CFR (b) Except as provided in p4c), alllocal exhaust ventilation
1910.22]. This department rule is in addition to 29 CFR 1910.28ystemsshall dischage to the outside atmosphere.

(1) No person may work on the surface of any structuralimem Note: The state Department Natural Resources and the federal Environmental
ber.floor. or other working platform which has becosiippery ProtectionAgency have regulations relating to ambient air quality and emissions of

VYT . ’_ air contaminants.
from ice, snowfrost, paint or other cause, unlegks surface is aireontaminants

. ! : ; (c) Recirculation of contaminated air from local exhaust ven
ﬁgﬁ?ggﬁﬁgnvbloeﬁ( vv\\lllihhpsee:nmciitor made nonslippery insofathas tilation systemsmay be permitted where the exhaust system

tonv : e washesscrubsor filters the air Systems of this type shall perform
History: Cr. Register February1999, No. 518, é3-1-99. in accordance with ANSI/AIHA Z9.7. Cleaning systems
SPS 332.22 Portable ladders [29 CFR 1910.25 and designedn accordancavith other standards may be permitted if
1910.26]. (1) AppLicaTioN. (a) The requirements of 29 CFRapprovedby the department.
1910.25and 1910.26 also apply to portable fijass ladders. (5) VENTILATION FORKILNS. (a) General. 1. Except as pro
(b) The requirements of this section apply to portable laddasrisledin subd. 2., locaéxhaust ventilation shall be provided for all
constructedf wood, metal or fibglass. fuel-fired and electric kilns.

(2) Useor LADDERs. These department rules are in addition 2. Local exhaust ventilation need not be provided where the
to 29 CFR 1910.25 and 1910.26: kilns can be isolated in a separate room and the room is ventilated

(a) The ladder base section shallgteced with a secure foot by means of a dedicated systanha minimum rate of 10 air
ing. Safety shoes shall be installed on all ladders. changeger hour

Note: Non-slip bases are not intended as a subsfiluteare in safely placing, Note: Ventilation capacity for 10 air changes per hour carebrilated as follows:

lashingor holding a ladder that is being used upon ailgtal, concrete or other slip Roomvolume (cu. ft.) X 10= cfm needed
pery surfaces. 60

(b) No portable ladder may be used to gain access to a rogiote: Reduced atmosphere firing produces high concentrations of carbon-monox
i

floor or platform, unless the top of the ladder extends at least 3 %gnd caution should be exercised when entering the kiln room. .
abovethe point of support. . Exhaust ventilation systems for kilns shall be designed to

History: Cr. RegisterFebruary1999, No. 518, £{3-1-99. removeharmful quantities of air contaminants generated during
the firing process in order to comply with s. SPS 332.35.
SPS 332.23 Fixed ladders [29 CFR 1910.27]. This Note: For examplesf canopy hood exhaust systems, see the American Confer
departmen'rule is in addition to 29 CFR 1910.27 (e) (2): enceof Governmental Industrllal H.yglenlsts “Industna.ér\ﬂlatlon Manual”.
(1) Fixed laddersof a substandard pitch shall be equipped_(P) Canopy hood ventilation. 1. The height of a canofpod
with handrails on both sides. The handrails shall be installed 3R Vethe top surface of a top-loading kiln shall be limited to that

34inches vertically above the rung or the nose of the tread. Which is necessary for loading of then. Canopy hoods over
History: Cr. RegisterFebruary1999, No. 518, &f3-1-99. side-or front-loading kilns shall be located as close to the top

edgeof the kiln as possible, and side curtains shall not be required.

SPS 332.24 Ventilation [29 CFR 1910.94]. ~These 2. Canopy hoods over top-loadikins shall be provided with
departmentules are in addition to 29 CFR 1910.94: noncombustibleside curtainon 3 sides. If the kiln is located
(1) ApprROVALOFPLANS. (@) Plans in quadruplicate and one sefgainsta wall, only 2 side curtains shall be requir&ide curtains
of specificationsfor exhaust ventilation equipment installedshall extend down from the bottom edg¢he canopy hood to the
remodeledor moved under this chapter shall be submitted to tigp edge of the kiln. Side curtains shall not be required for retract

departmentfor approval before thefacted work is commenced, ablehoods which can be positioned directly over the top dfithe
andall work shall be executed accordingtb@ approved plans afterloading.

andspecifications. _ (c) Location of kilns. 1. All fuel-firedkilns located inside of a
(b) A complete set of plans bearing the stamp of appandl puilding shall comply with chs. SPS 361 to 366.
a copy of the specifications shall be kept at the buildingasite 5 1o may be located in boiler or furnacems if adequate

ZH?#o?iezeao\rlgll?gfenat;?\?e?)Iﬁ[]ned(%aglcr)t?n;%rt inspection by an combustionair is maintained for the boiler or furnace and the kiln
P p : underall operating conditions.

Note: See chs. SPS 361 to 366 for complete plan submittal and ventilation-require . N . L
ments. 3. Fuel-fired kilns located outside of buildings shall be exempt

(2) EXHAUST VENTILATION AT SOURCEOF CONTAMINATION AND  from the ventilation requirements of this subsection. They shall
MAKE-UP AIR. (a) Except as provided in sub. (8), local exhaust belocated to minimize thproducts of combustion from entering
ventilation ductwork specifically designed for the removal ofhebuilding, but in no case shall the distance be less than 10 feet
harmful dusts, fumes, vapors and gases shall be maintained ameasuredn any direction from a wall opening or air intake.

negativepressure through occupied areas. 4. Kilns shall be installed in accordaneéh the manufactur
(b) A volume of tempered outside air shall be supplied tr’s specifications for distance to walls.
replacethe air exhausted if the total volume of air exhaustedNote: Wall-to-kiln distance may vary from 12 to 18 inches, depending on the type
exceedone air change per houiThe quantity of make-up air °fkin. L o
shallequal at least 90% of the air exhausted. 5. Kilns shall be located tminimize the possibility of burns.
(C) Tempered make—up air shall be installed to insure that tE%lote: The outside temperatuo kilns may vary from approximately 250 to 450°

flow of exhaust air éctively picks up harmful dusts, fumes epending on the type of kin.
vaporsand gases. (d) Downdraft ventilation. Electric kilns with downdraft ven

tilation may have the ventilatioductwork maintained at a pesi

(3) SEPARATION OF EXHAUST SYSTEMS. There shall be no cen iye pressurehrough occupied areas provided the ductwork is
nectionbetween exhaust systems or ducts that convésrelift  sejecto prevent any leakage.

materialsfrom separate operations, the combination of which may

prﬁducg egplosive, heat generating, corrosive, poisonous or Except as provided in pdb), laboratory fume hoods during
otherwisedangerous mixtures. I d ¢ useshall be operated with a minimum average 100 feanparte

(4) DISPOSAL OF EXHAUST MATERIAL. (@) All dusts, fumes, ¢5cevelocityat full open sash or sash stop position. When deter
vaporsand gases from local exhaust ventilation systems install ing the minimum flow rate through the fume hood, sash

underthis section shall be disposed oimanner to eliminate the ¢; pposition may not be lower than 18 inches above the work sur
healthhazards from occupied areas. Dust collecting systems S?Qﬁe.

separatehe dust from the air before thé is dischaged from the Note: When operating the fume hood, the sash should be positioned to maximize
exhaustsystem. the protection to the user

(6) VENTILATION FORLABORATORY FUME HOODS. (a) General.
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2. Vertical sash fume hoods operated at sash stop positiong3) TRAINING. An employer shall provide training in bagist
shallhave an alarm that gives a warning when the sash is raisédland adult cardiopulmonary resuscitation for all authorized
abovethe sash stop position. Combination vertical/horizontehtrantsand attendants.
sashfume hoodsshall have an alarm that gives a warning whenHistory: Cr. RegisterFebruary1999, No. 518, &3-1-99.
the sash is vertically raised from the fully lowered position.

(b) Alternate operation. 1. Fume hoods operatingrainimum SF;S 3ﬁ2'29f. Cé)”f'”ed spaces. These are department
averagdace velocities less than 100 feet per minute shall achie%eS or alfconfined spaces. .
aspillage rate less than 0.1 ppm at 4.0 liters per minute gas releasdh) ENTRY PROHIBITED. A confined spaceownh an atmosphere
for an “as used” condition in accordance with the American-Sotynich has a combustible gas content of 10% or more dbther
ety of Heating, Refrigerating and Air Conditioning Engineer?xmos'."e“m'F shall not be entered even if a breathing apparatus
(ASHRAE) standardL10 — Method of &sting Laboratory Fume OF 'éSpirator is used. .
Hoods. The minimum allowable average face velocity for fume (2) SMOKING AND OPENFLAMES. Smoking and open flames
hoodsachieving the ASHRAEID containment criteria shall be shallnot be allowed within 10 feet of a confined space.
40 feet per minute at full open sash. (3) WOoRKING IN STREETS. Work at confined spaces which are

2. Fumehoods operating at minimum average face velocitidgcatedin streets shall be performé@daccordance with the fol
lessthan 100 feet per minute shall havecatinuous flow meter 10Wing:
with an alarm. (a) A vehicles beacon and 4-way flashers shall be activated
Note: For further information regarding fume hood operation, see ANSI/AIHAIpOnapproach to an entrance of a confined space.
standard9.5 - Laboratory ¥hfilation. (b) A vehicle shall be parked to permit fiafto flow in an
(c) Testing. Operable fume hoods shall be tested annually fghobstructednanner and, where possible, to provide protection
minimum average face velocity for the employees.

History: Cr. RegisterFebruary1999, No. 518, &f3-1-99; am. (2) (a), (4) (c), ; .
(5) (a) and (c) 2.,.12) (b) and Figure 32.24, renum. (2) (c) and (d) to be (2) (b) and (c) A vehicle shalbe parked so vehicle exhaust cannot accu

(c) and am. (c), cr(5) (d) and (6), Registedune, 2000, No. 534,fe7-1-00; CR mulatein the confined space. If this is not possible vbleicles

01-139:am. (5) (c) 1. Register Jua802 No. 558, &f7-1-02; correction in (5) (a) exhaustpipe shall be extended away from the confined space.
3.,(c) 1. made under s. 13.92 (4) (b) 7., Stats., Register DecemieNa0&72. Note: See also s. SPS 332.39

History: Cr. RegisterFebruary1999, No. 518, &f3-1-99.
SPS 332.25 Compressed gases [29 CFR 1910.101].

This department rule is in addition to 29 CFR 1910.101: SPS 332.30 Medical services and first aid [29 CFR
(1) All compressed gas cylinders shall be secured around #%d0.151]. ~ Substitute the following wordindor 29 CFR
body of the cylinder to prevent falling. 1910.151(c):
History: Cr. RegisterFebruary1999, No. 518, &3-1-99. (1) Whenevetthe eyes or body of any person may be exposed

to materials that are corrosive or can cause irreversible eye or
SPS 332.26 Spray finishing using flammable  and  bodily injury, suitable facilities for quick drenching or flushing of
combustible materials [29 CFR 1910.107]. This depart the eyes and body shall be provided within the work area for
mentrule is in addition to 29 CFR 1910.107: immediateemegency use.

(1) Pan susMITTAL.  Plans in quadruplicate and one set ozggf:E;’;‘;gﬁfyag%ﬁ‘;s""h";ﬁg?ﬁ;&gf'g&iﬁpﬁa;nfomp'y with ANSI standard
specificationsshall be submittetb the department for approval History: Cr. RegisterFebruary1999, No. 518, &f3-1-99.
beforeinstalling any spray booth under this chapter
mel\:]?;e: See chs. SPS 361 to 366 for complete plan submittal and ventilation+require SPS 332.31 Fire brigades [29 CFR 1910.156]. Section
s ) 29 CFR 1910.156 is not included as part of this chapter
History: Cr. RegisterFebruary1999, No. 518, &f3-1-99. Note: See ch. SPS 330 for fire department sgfety and health req%irements.
History: Cr. RegisterFebruary1999, No. 518, &f3-1-99.
SPS 332.28 Permit-required confined spaces [29
CFR 1910.146]. These department rules are in addition to 29 SPS 332.32 Handling materials, general [29 CFR
CFR1910.146 for permit-required confined spaces: 1910.176]. These department rules are in addition to 29 CFR
(1) SaMPLING DEVICE. (a) The sampling device shall be €ali1910.176:
bratedrelative to the oxygen content of tambient air at the time (1) CoNvEYORs. Conveyor systems passing through more
of sampling. Calibration of the sampling device relative to théhanone room, ofrom one working level to anotheshall be pre
oxygencontent shall be performed where the 20.9% natural cofidedin each room, or working level, where exposed to contact,
tentof oxygen in the air is most likely to occur with means to disconnect the power
Note: Oxygen calibration should nbe performed near a confined space opening. (2) INCOMPATIBLE MATERIALS. |ncompatib|e materials shdé
(b) A sampling device which has a zero set shall be zeroedsigregatedo prevent accidental contagith each other that may
aclean atmosphere befoeach sampling. Calibration of a samresultin fire, explosion or toxic gas emission.

pling device shall be conducted as often as recommendi by Note: Guidance in the storage of incompatible materials can be obtaipatlin
manufacturerbut at least once every 6 months cationsfrom the National Fire Protection Association, such asA\dPand 491M.

History: Cr. RegisterFebruary1999, No. 518, &f3-1-99.
(c) The sampling device or a non-sparking probe attached to
the sampling device shall be used to sample the atmosphere of &PS 332.33 General requirements for all machines
confinedspace. When entry to a confined space is by meang29 CFR 1910.212]. These department rules are in addition to
amanhole, a probe shall be inserted throughpttie-hole of the 29 CFR 1910.212:
manholecover or the manhole cover shall be pried open on the (1) DISCONNECTION FROM SOURCE OF POWER. (a) Every
downwind siple to allow just enough room fansertion of the machineshall be equipped with a loose pullejutch, switchor
probeor device. other adequate means withireaching distance of the normal
(2) AIrR MONITORING. The atmosphere in a confined spaceédperatingpositions ofthe operator for the purpose of disconnect
within the authorized entrasttmmediate area shall be continu ing the machine from the source of power
ously monitored for oxygen, hydrogen sulfide or carlmoonox (b) Machines on which 2 or more persons work shall be
ide, combustible gas and any other hazardous substance whichetipgippedwith one or more controls so located that more than one
employerhas reason to believe may be present in the confineflthese persons can quickly disconnect the machine from the
space. sourceof power
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(2) COUNTERWEIGHTS, TENSION WEIGHTS AND SPRINGS. (&) from ice, snowfrost, paint or other cause, unleke surface is
Every counterweight, where expostxcontact, shall be enclosedcleaned sprinkled with sand or made nonslippery insofathas
or be equipped with a safety device attached independent of tia¢ureof the work will permit.
counterweighsupport, that shall prevent the weight from falling History: Cr. RegisterFebruary1999, No. 518, &f3-1-99.

to a point of less than 7 feet from the floor or working level. .
(b) Every tension weight exposed to contact shall be enclosg ug?hisf%.l?gmnl\g%%rr(\j/ienkgcflgrs Z[SQC%ERlég%%ggl(]b) (f&b
or securely fastened to the tension. bar . . .. (1) Truckswith dump bodies shall be equipped with positive
(c) All springs shall be guarded or otherwise equipped to-elimjaansof support, permanently attached, and capable of being
nateany hazard due to breakage of the spring or failure of iz eq in position to prevent accidental lowering of the body
mounting. ) _ while maintenance or inspection work is being done or when the
(3) GuarDING oFHOT PIPES. All pipes carrying steam or other yehicleis left unattended.
hot materials within 7 feet of the floor or working platform, that History: Cr. RegisterFebruary1999, No. 518, &f3-1-99.
areexposed to contact, shall be covered with an insulatiztg » ) .
rial, or guarded so that contact will not cause personal injury  SPS 332.38 Specific excavation requirements [29
(4) PREVENTION OF AUTOMATIC RESTARTING. On applications CFR 1926.651]. These department rules are in addition to 29

whereinjury to the operator might result if motors were to restaft™R 1926.651: . e

after power failures, machines shiadiprevented from automati __ (1) GUARDING. A standard railing as specified in 29 CFR

cally restarting upon restoration of power 1926.502(b) or otherapproved guard or barricade shall be-pro
(5) MAINTENANCE. All equipment, machintools, guards and vided at or near the edge of an excavation as soon as possible,

power—drivermachinery shall beperated and maintained in Safplehxcer))(tvvr\}e;ie ;herlnfﬁallavt\;opkof the safeguard will interferth
condition. e excavation or other work.

Note: For information regardingperation and maintenance of hoists, see ANSl/  (2) NIGHT GUARDING. All excavations to which persons may
ASME standard B30.16 - Overhead Hoists (Underhung). ~ beexposedt night shall be provided with yellow warning lights
. Hjlstowizgofb Rﬁglstsesfz'f?b;uiwolg99’ No. 518, &f3-1-99; cr(4) and (5), Regis  placedat unbarricaded points and along the exposed side where
enune, 280, No. Soa.te ' the excavation adjoins a public thoroughfare or sidewalk.

SPS 332.34 Woodworking machinery requirements (3) SouTArRY EMPLOYMENT. No person may work in any
[29 CFR 1910.213]. These department rules are in addition ttrench,shaft, tunnel, caisson or appurtenance over 4 feet in depth
29 CFR 1910.213 (h): without another person being present at the surface.

(1) LIMIT sSTOP. A stop shall be provided fevent the forward History: Cr. Register February1999, No. 518, &f3-1-99; CR 04-009: am. (1)
travel of the blade beyond the front of the table. RegisterAugust 2004 No. 584, £0-1-04.

(2) ReTurN MEANS. Every radial arm saw shall be equipped SPS 332.39 Exposure to traffic. (1) SAFETY VESTS.
with ameans to return the saw automatically to the back of tE@nployeeswho work on highways, roads, streets or their ease
tablewhen released at any point oftitavel; the means shall pre mentsshall wear trdfc safety vests or use clothing or equipment
ventthe saw from rebounding and shall not depend on fiber rofiet provides equivalent protection.
or cord for this function. Note: For information regarding safety vestsd clothing, see ANSI/ISEA stan

History: Cr. RegisterFebruary1999, No. 518, &f3-1-99. dard107 — High—\isibility Safety Apparel.
(2) TRAFFIC CONTROLDEVICES. Pursuant to s. 349.065, Stats.,

SPS 332.345 Commercial diving operations [29 traffic control deviceso warn trafic and protect employees shall
CFR 1910.401]. Section 29 CFR 1910.401 (a) (@) is not be placed and maintained in accordance with the unitoaffic

includedas part of this chapter control devices manual.
History: CR 01-062: crRegister June 2002 No. 558f. &-1-02. Note: The uniform trafic control devices manual may be obtained from the Amer
. . ican Traffic Safety Services Association, 15 Riverside Parkv@ayte 100, Freder
SPS 332.35 Air contaminants [29 CFR 1910.1000]. icksburg,VA 22406-1022, telephone 800/231-3475. Electronic copies are available

(1) SussTiTUTION. In lieu of 29 CFRL910.1000, July 1, 2003 edi atthe Federal Highway Administration website at http://mutcd.fhwa.dot.gov/.
tion, an employes exposure to air contaminants shall be in History: Cr. RegisterFebruary1999, No. 518, £3-1-69.
accordancevith the requirements of 29 CFR 1910.1000, dyly SPS 332.40 Riding on motor vehicles. Employees

1992 edition. : ; ; ;
. " _may ride on motor vehicles in other than factory installed passen

Note: The requirements of 29 CFR 1910.1000, July 1, 1992 edition were fir f .
adoptedby OSHA in 1989. Those requirements have beerigntefnder this chapter SEI’_SGBI_S equipped with s_eatbelts only when the speed of the motor
sinceApril 1, 1991. vehicleis less than 10 miles per hour

Note: Copies of the July 1, 1992, edition of 29 CFR 1910.1000 may be obtainecHistory: Cr. RegisterFebruary1999, No. 518, &f3-1-99.
from the Division of Industry Services alR? Box 7302, Madison, WI 53707-7302
or at telephone 608/266—-31518%7/617-1565 or 41(Telecommunications Relay). SubchapterV — Incorporation of Standards by

(2) ApbiTion. In addition to the requirements of 29 CFR Reference

1910.1000the employer shall implement the monitoring or mea
suringof any substance listed imfle Z-1-Awhere exposure at  SPS 332.50 Incorporation of standards by refer -

or above the time weighted average, short term expdimiteor ence. (1) AuTHORITY. Section 101.055 (3) (a), Stats., permits

ceiling limit is reasonably likely to occur the department to incorporate by reference the standards adopted
History: Cr. Register February1999, No. 518, &f3-1-99; CR 04-009: am. (1) in Table 332.50-1. Pursuantto s. 227.21 (2), Stats., the refisor
RegisterAugust 2004 No. 584, €9-1-04. statutes and the attorney general have consented to the ineorpora

SPS 332.36 General safety and health provisions tion by reference of the standard adoptedahl& 332.50-2.

[29 CFR 1926.20]. This department rule is in addition to 20 CFR (2) STANDARDS. The standards listed in the following tables
1926.20: arehereby incorporated by reference into this chapter

(1) No person may work on the surface of any Structural Memyy6C gt reference bureau, Copios also may bé purchased thougadhe or
ber, floor, or other working platform which has becosigpery nizationslisted.
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Table 332.50-1

OSHA Occupational Safety and Health Administration
U. S. Government Printing @de
732 N. Capitol Street, NW
Washington, DC 20401
Telephone: 866/512-1800
Online Bookstore: http://bookstore.gpo.gov

1. Recording and Reporting Occupational Injuries and llinessis, 2B CFR Part 1904,
July 1, 2003.

2. Occupational Safety and Health Standardiée 29 CFR Part 1910, July 1, 2003.

3. Occupational Safety and Health Standards for Shipyard Employniget29 CFR Part
1915, July 1, 2003.

4. Occupational Safety and Health Standards for Marerenihals, Ttle 29 CFR Part
1917, July 1, 2003.

5. Occupational Safety and Health Regulations for Constructite,Z® CFR Part 1926,
July 1, 2003.

6. Occupational Safety and Health Standards for Agricultutks 29 CFR Part 1928, July
1, 2003.

Table 332.50-2

ANSI American National Standards Institute
Attn: Customer Service
11 West 42nd Street
New York, NY 10036
Telephone: 212/642-4900

1. Recirculation of Air from Industrial Process Exhaust Systems, ANSI/AIHA Z9.7-1998.

History: Cr. RegisterFebruary1999, No. 518, £f3-1-99; am. @ble 32.50-1,.rand recr32.50-2, Registedune 2000, No. 534, &7-1-00; CR 01-062: csubd.
11. to 13. in Bble 32.50-1 Register June 2002 No. 558,7ef1-02 and crsubd. 14. in @ble 32.50-1 Register June 2002 No. 558,1efl-03; CR 04-009: anfl) and
r. and recrTable 32.50-1 Register August 2004 No. 58#,%f1-04; correction in (1) made under s. 13.92 (4) (b) 7., Stats., Register DecenibNp02672.
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